
Finger sander

Belt Sander

Belt Sander

ORDER NO. COLLET SIZE SPEED Stroke WEIGHT (g) LENGTH CODE NO.

VAG-318 6mm 3,700 cycle/min 9mm 1,250 175mm 8001-121

ORDER NO. SIZE SPEED WEIGHT (g) LENGTH CODE NO.

VAG-F30 Abrasive: W20mm 13,000 R.P.M. 830 200mm 8001-122

ORDER NO. SIZE SPEED WEIGHT (g) LENGTH CODE NO.

VAG-310 10x330mm 16,000 R.P.M. 800 290mm 8001-123

ORDER NO. BELT SIZE SPEED WEIGHT (g) LENGTH CODE NO.

VAG-320 20x520mm 16,000 R.P.M. 1100 360mm 8001-124

Also suitable for shoes, molds, and wooden 
processes.
Can grind metals. Especial suitable for narrow 
parts or groove bases & sides.

the corners and complicated curves.
Can provide the smooth and high-speed eccentric 
rotation movement and easy replacement without

For removing spot welding, semi & automatic 
welds, adhesive, paint, and other coating in 
concave places.

For removing spot welding, semi & automatic 
welds, adhesive, paint, and other coating in 
concave places.

※OPTIONAL

ORDER NO. QUANTITY CODE NO.

VAG-318-FILE SET 4 pcs/SET 8001-121A

※OPTIONAL
ORDER NO. MATERIAL CODE NO.

VAG-F30-PAD-THIN THIN 8001-122A
VAG-F30-VISCID-THICK THICK 8001-122B
VAG-F30-VISCID-THIN THIN 8001-122C
VAG-F30-STEEL-PLATE PLATE 8001-122D

※OPTIONAL

ORDER NO. GRADE CODE NO.

VAG-310-BELT #100 8001-123A

※OPTIONAL

ORDER NO. GRADE CODE NO.

VAG-320-BELT #100 8001-124A

Air Die Tool

turbine oil #60

turbine oil #60

turbine oil #60

turbine oil #60

※All air tool need to add air tool oil &
    maintaince every 3 months.

SPECIAL USAGE MACHINEG17


